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I certify that I have received a copy of the-
se regulations and will comply with the 
regulations contained herein. 

___________________ _______________ 
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To Apply for a Building Permit 
Complete a building permit application and 
submit copies of the following: 
 

Floor Plan - The basement floor plan is to 
be drawn to scale (¼” per foot preferred).  
Provide a description of the flooring materi-
al, location of proposed and existing walls, 
windows, columns, stairs, furnace, appli-
ances, and plumbing fixtures. 
 
Reflected Ceiling Plan - The reflected ceil-
ing plan is to be drawn to scale showing a 
description of the ceiling system, proposed 
and existing light fixtures, proposed and 
existing switches, proposed and existing air 
supply grills and smoke alarm. 
 
Basement Section - The basement section 
is to be drawn to scale showing and de-
scribing the typical wall construction, typical 
ceiling construction, finished ceiling heights, 
heights below existing and proposed duct 
work and soffits. 

 
A $25 (minimum) plan review fee must be 
paid at the time plans are submitted.  This 
fee is in addition to the permit fee.   
 
Corrections and additional information may be 
requested if the original application is not com-
plete. This may cause a delay in the issu-
ance of the permit. 

 

All contractors must be registered and bonded 
with the Village of Hanover Park. If you have 
any questions please call 630-823-5790.  

Plumbers must provide a copy of their 055 
State license and a Letter of Intent with all 
plumbing permit applications. 

 

I certify that I have received a copy of  

these regulations and will comply with the 
regulations contained herein. 

___________________ _______________ 

 Initials   Date 

Inspection Requirements 
1. An inspection of rough plumbing, 

heating, electrical, framing, insulation 
and drywall fasteners must be con-
ducted at appropriate stages of con-
struction. 

 
2. After the basement remodeling is 

complete, a final building, plumbing, 
heating and electrical inspection of 
the basement is required prior to oc-
cupancy. 

 
3. To request an inspection, contact the 

Fire Department’s Inspectional      
Services Division at 630-823-5860, 
at least twenty-four (24) hours in 
advance. 

 

Electrical Requirements 
1, Show location and size of electrical 

service. 

2. Provide load calculation. 

3. Provide panel schedule. 

4. Provide convenience receptacles as 
required in Section 210-52 of NEC. 

5. Provide illumination requirements 
as required in Section 210-70 of 
NEC. 

6. Provide for 120volt, battery backup, 
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Electrical Requirements (continued) 

and smoke detector on each level, wired in series.  One must be located within fifteen feet of all sleeping areas. 

7. Provide for sump and ejector receptacle as per 210-8(A) exception 3. 

8. Show furnace and air conditioner placements. 

9. If the value of the entire project exceeds $10,000, the drawings must be stamped by the architect or engineer, li-
censed by the State of Illinois. 

Electrical Inspection Check List: 
1. ELECTRICAL SERVICE INSPECTION 

A. Meter socket properly secured. 

B. Lock nuts and bushings of correct type and properly installed (lock nuts both sides of meter socket). 

C. Wire size correct. (Minimum #3 on 100 amp, #1/0 on 150 amp, #3/0 on 200 amp.) 

D. Is neutral identified with white or gray marking or tape? 

E. Ground rod in place. (Minimum 5/8” x 8 feet), driven to a point at or below grade.  Only acorn clamp is accepta-
ble below grade.  If #8 is used for ground, it shall be protected.  (Green field is acceptable for this protection.) 

F. All conduit is to be installed tangent to building lines. 

G. GFI protected receptacle shall be in place. 

 

2. ROUGH ELECTRIC 

A. Are all enclosures and devices properly installed? 

B. Are all conduits properly supported? 

(1) Rigid pipe must be supported within 36” of box and every ten feet thereafter. 

(2) Flexible conduits must be supported within 12” of box and every 4 ½ feet thereafter. 

C. Proper workmanship must be in place. 

D. All boxes are to be sized to comply with Section 370 of Code regarding wire fill. 

E. Are all enclosures listed for usage? 

F. Are all fittings secured? 

G. Is workmanship acceptable? 

H. Does every conduit run comply with 360° rule. 

I. Do receptacle placements conform with 12” and 24” rule in countertop area? 

J. Are all penetrations through plates and plenums draft stopped? 

 

3. FINAL ELECTRIC 

A. Are all devices in place? 

B. Are all devices approved for the usage? 

C. All receptacles are to be self-grounding type, as per 250-74 of NEC. 

D. Is polarity correct? 

E. Do all fixtures illuminate? 

F. Are all wiring methods and breaker sizes compatible? 

G. Do all flexible whips that exceed 20 amps of power have a grounding conductor? 



 

1. Projects that will involve a plumbing system change such as the addition to, or extension of any piping, will require a 
plumbing diagram/isometric showing type and piping material, and the points of connection to the existing plumbing. 

 

2. The plumbing isometrics are to be done by a licensed plumber, architect or engineer in accordance with Section 3 
(225 ILCS 3201) Illinois Plumbing License Law.  License/registration number is to be noted on these submittals. 

Plumbing Requirements 

2121 Lake Street 
Hanover Park, IL 60133 
 
 

Vi l lage Of  Hanover  Park 

Phone:  630-823-5600 
Fax:   630-823-5786 
Web:  www.hpil.org 
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REMINDERS 
 

1. CEILING HEIGHT IN BASEMENTS WITHOUT HABITABLE SPACES MAY NOT BE LESS THAN 6 FEET 8 INCHES (2032 MM) CLEAR 
EXCEPT FOR UNDER BEAMS, GIRDERS, DUCTS OR OTHER OBSTRUCTIONS WHERE THE CLEAR HEIGHTS SHALL BE 6 FEET 4 
INCHES (1931 MM). 

 

2. EVERY SLEEPING ROOM SHALL HAVE AT LEAST ONE OPENABLE WINDOW OR EXTERIOR DOOR APPROVED FOR EMERGENCY 
EGRESS OR RESCUE.  THE UNITS MUST BE OPERABLE FROM THE INSIDE TO A FULL CLEAR OPENING WITHOUT THE USE OF A 
KEY OR TOOL.  WHERE WINDOWS ARE PROVIDED AS A MEANS OF EGRESS OR RESCUE, THEY SHALL HAVE A SILL HEIGHT OF 
NOT MORE THAN 44 INCHES (1118 MM) ABOVE THE FLOOR. 

 

3. ALL EGRESS OR RESCUE WINDOWS FROM SLEEPING ROOMS MUST HAVE A NET CLEAR OPENING OF 5.7 SQUARE FEET. 

 

4. ENCLOSED ACCESSIBLE SPACE UNDER STAIRS SHALL HAVE WALLS AND SOFFITS PROTECTED ON THE ENCLOSED SIDE WITH 
½ INCH (12.7 MM) GYPSUM BOARD. 

 

5. THE MINIMUM HEADROOM IN ALL PARTS OF THE STAIRWAY SHALL OT BE LESS THAN 6 FEET 8 INCHES (2032 MM) MEASURED 
VERTICALLY FROM THE SLOPED PLANE ADJOINING THE TREAD NOSING OR FROM THE FLOOR SURFACE OF THE LANDING OR 
PLATFORM. 

 

6. HANDRAILS HAVING MINIMUM AND MAXIMUM HEIGHTS OF 30 INCHES AND 38 INCHES (762 MM AND 965 MM) RESPECTIVELY, 
MEASURED VERTICALLY FROM THE NOSING OF THE TREADS, SHALL BE PROVIDED ON AT LEAST ONE SIDE OF STAIRWAYS OF 
THREE OR MORE RISERS.  ALL REQUIRED HANDRAILS SHALL BE CONTINUOUS THE FULL LENGTH OF THE STAIRS.  ENDS 
SHALL BE RETURNED OR SHALL TERMINATE IN NEWEL POSTS OR SAFETY TERMINALS.  HANDRAILS ADJACENT TO A WALL 
SHALL HAVE A SPACE OF NOT LESS THAN 1½ INCHES (38 MM) BETWEEN THE WALL AND THE HANDRAIL. 

 

7. HANDRAILS SHALL HAVE EITHER A CIRCULAR CROSS SECTION WITH A DIAMETER OF 1¼ INCHES (32 MM) TO 2 INCHES (51 
MM) OR A NONCIRCULAR CROSS SECTION WITH A  PERIMETER DIMENSION OF AT LEAST 4 INCHES (102 MM) BUT NOT MORE 
THAN 6¼ INCHES (159 MM) AND A LARGEST CROSS SECTION DIMENSION NOT EXCEEDING 2¼ INCHES (28.6 MM). 

 

8. SMOKE DETECTORS SHALL BE INSTALLED ON EACH ADDITIONAL STORY OF THE DWELLING, INCLUDING BASEMENTS AND CEL-

LARS. 

 

9. WALL AND CEILING FINISHES SHALL HAVE A FLAME-SPREAD CLASSIFICATION. 

 

10. FRAMED WALLS AND FLOORS NOT VENTILATED TO ALLOW MOISTURE TO ESCAPE MUST HAVE AN APPROVED VAPOR RETARD-

ER HAVING A MAXIMUM PERM RATING OF 1.0. 

 

11. ALL SILLS OR PLATES WHICH REST ON CONCRETE OR MASONRY EXTERIOR WALLS SHALL BE PRESSURE TREATED. 

 

12. STEEL FRAMING SHALL NOT BE LESS THAN 1¼ INCHES (32 MM) WIDE IN THE LEAST DIMENSION.  LIGHT-GAGE NONLOAD-
BEARING STEEL FRAMING SHALL COMPLY WITH ASTM C 645. 

 

13. DRYER VENT SYSTEMS SHALL BE INDEPENDENT OF ALL OTHER SYSTEMS.  EXHAUST VENTS SHALL BE EQUIPPED WITH A 
BACKDRAFT DAMPER. 

 

14. THE MAXIMUM LENGTH OF A 4 INCH (102 MM) DIAMETER EXHAUST VENT SHALL NOT EXCEED 25 FEET (7620 MM) FROM THE 
DRYER LOCATION TO WALL OR ROOF TERMINATION. 

 

ALL CONTRACTORS WORKING ON THE PROJECT MUST BE REGISTERED TO WORK IN THE  

VILLAGE.  PLEASE CALL 630-823-5790 WITH ANY QUESTIONS. 



 



 



 


	A Building Permit is Required for Basement Remodeling
	Basement Remodeling
	Village of hanover park fire department
	Page #
	Basement Remodeling
	Village Of Hanover Park
	Page #
	Basement Remodeling


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


